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HP deburring

Excellent resistance to straight oils

Covers with protected / sealed seams

High pressure processes at up 
to 2,000 bars

Waterproof 
with welded seams

TORCAL B+ 

www.asp-protection.com
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GENERAL INDUSTRY I HP deburring

ASP « High Tech » covers are made from technical fabrics coated on both sides. This ensures excellent 
resistance to high-pressure stripping or washing processes and enables the covers to last several 
years. While meeting your constraints, the « tailor-made » designs ensure maximum effi ciency wit-
hout limiting robot movements.
The optional dry air ventilation / pressurization system optimizes protection results.

TORCAL B+
Polyamid texture     Two sides coated with a thermoplastic Blue colour on external side

RoHS 2

RoHS 2

REACH compatible

REACH
COMPLIANT

Double side coating ATEX painting RipstopWashable Repairable Waterproof 
with welded seams

Guaranteed 
silicon free 

Waterproof

Weight ISO 2286 - 2 450 g/m2 ± 75

Tensile strength ISO 1421
Warp > 300 daN/5cm
Weft > 300 daN/5cm

Tear strength ISO 1421
Warp > 100 daN
Weft > 100 daN

Peeling Test Adhesion ISO 2411
Warp > 15 daN/5cm
Weft > 15 daN/5cm
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